
THE BULLDOG SERIES  

STANDARD VRU COMPRESSOR  

The Bulldog series is a robust, self contained, oil flooded screw compressor package designed for small to 
medium sized tank vapor, volume applications.  Our NK packages have a turndown range from 5 Mscfd to 110 
Mscfd and a horsepower range from 15hp to 30hp, depending on the selected model. Recent design 
improvements allow for higher concentrations of H2S, which will be quoted on a case by case basis. 

 

THE BULLDOG SERIES  
 

HY -BONôS STANDARD VRU 

INCLUDES:  

¶ ASME Code 125 # MAWP Suction 

Scrubber  

¶ Oil flooded screw compressor designed 

for wet gas service  

¶ Electric motor  w/ motor starter,  VFD  

and NEMA 3R weather proof housing 

¶ PLC Control Panel (Class I , Group D, Div 

II), w/ standard shutdowns & pressure 

sensing & sequencing logic 

¶ Auto Recycle w/ compressor capacity 

control (By -Pass/Recycle) 

¶ Oil field type skid  

¶ Heat exchanger for compressor oil cooling 

OPERATING RANGES: 

¶ Suction Pressure Range -  0 to 15 PSIG 

¶ Discharge Pressure Range -  30 to 175 

¶ Volume Range -  5 Mcf to 110 Mcf 



HY-BONõs Total Solution Approach 

HY-BON Engineering Company  

2404 Commerce Drive  

Midland, TX 79703  

Phone: (432) 697 -2292  

Fax: (432) 697 -2310  

www.hy -bon.com  

Electronic Design for Industry  

100 Ayers Blvd.  

Belpre, OH 45714  

Phone: (740) 401 -4000  

Fax: (740) 401 -4005  

www.ediplungerlift.com  

Vapor Recovery Tower (VRT) 

Tank Battery 

Vapor Combustor Unit (VCU) 

Vapor Recovery Unit (VRU) 

High Pressure Separator 

To Well Heads 

Compressor Building 


