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Logging In

Browser Test

1. Type your username

User Login

Usemame

3. Click the Login button

/

Password

2. Type your password

Login

Forgot Username/Password

If you forget your username or
password, you can click on Forgot
Username/Password to recover your
username or create a new password *

* If the user has not specified their e-mail address or does not have permission to change their password, they will have
to contact their administrator for this process.

Navigating the Site

Click the home icon to go to the home page Click these buttons to reveal a menu

DCS#1 v~ |

D-WEB ~
My Account

E-mailiText Alerts

Carrected Volume Report
Command Queue

Manage Users
E-Mail Summary Reports
Report Subscriptions

D-WEB Change Log

Click E-mail/Text Alerts to manage E-mail/Text Alerts

Click Manage Users to manage users and groups within your company
Click Report Subscriptions to manage PDF/Excel report subscriptions t

Click Browser Test to test your web browser’s compatibility with DWEB
Click Logout to logout of DWEB

Click My Account to change your account options or change your password

Click Corrected Volume Report to view the corrected volume report (with multiple stations)
Click Command Queue to view the status of D-WEB issued commands for all stations

Click E-Mail Summary Reports to manage custom e-mail summary reports t

Click DWEB Change Log to view a log of changes that have been made to DWEB

Browser Test The Stations menu lists all the stations you have access to. == Stations =
Logout Click on a station name to view that station. DCS
DCS #1
DCS#1 <= Click DCS Data to view the current DCS data * DCS #3
0CS Data Click Change DCS Settings to change settings on the DCS * Master Meter #1

Change DCS Settings
Paoll Site

Command History
EFM Data

Change EFM Settings
EFM Histary

EFM Alarm History
DCS Event Log

DCS Interval Log
Interval Graph

Tank History

Alarm Settings

Site Properties

Click Poll Site to manually poll the site data now.

Click Command History to view the status of D-WEB issued commands
Click EFM Data to view the current EFM data

Click Change EFM Settings to change settings on the Eagle device
Click EFM History to view the EFM History

Click EFM Alarm History to view the RTU Alarm History

Click DCS Event Log to view the Event Log from the DCS *

Click DCS Interval Log to view the Interval Log from the DCS *
Click Interval Graph to view the Interval Graph

Click Tank History to view the tank production history

Click Alarm Settings to setup alarms

Click Site Properties to view the site’s properties

*

—+

Or applicable EDI device
See D-WEB Administration Manual for more information

Master Meter #2
Master Meter Satellite
Pumpmatic

WCC
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The Home Page

To Filter, Group || To sort by a column, click on the column’s name. To Place your mouse || Click Edit Columns
and/or Sort the switch between Ascending (A-Z) and Descending cursor over the to define which
results, click on (Z-A), click on the column name again. The current primary operator columns are
the Filter / Sort column sorted by is indicated by an up arrow for to view a list of all shown on this
Button (see ascending and a down arrow for descending.” operators for the page (see page 5)
page 4) site.
\ The top line shows the current Filter and Grouping. /
=M
Filter / Sort \Grf::ﬁréy?ﬁt)ﬁ Editor Columns
Name . Device Location | Operators Last
= Update
@ |pcs DCS-NG-EFM Johh 4 John & 8 EE © ik g
@ | Master Meter #1 60380 $Ga;§ [ 54 4k 4%
G Master Meter #2 60380 s A 6 i Eﬂ&&éﬁi@i
& | Master Meter Satellite 63017 12142011 22:00 | 7= E:__JI_%., t_,ﬁ
/1, | Pumpmatic Pump-NG-EFM 12122011 00:03 | &, &~ @ (2 [ &° @ [l =6 ) 4 4%
@ |wcc WCC-EFM 12122011 00:03 | S @ 2 [ 7~ & B i

The first column is the status icon.
& The site is running properly.
(1 The site has an alert, most likely a communication issue.
@ The site is an alarm state.
Place your mouse cursor over the status icon of a site to view
alarms, alerts and some of its current data.

Filter: Off

Filter [f5ort Group By: OFf Editor Columns
. . Last
‘ Device Location | Operators Update ‘
G L JUﬁ E:f][]"' m%}:ﬂ'@
@ 78 E:']I_%E"w
ifi' . EDI Time 12112011 23:59 | [ Current Day Volume 0 S OmEEES
@ A Plunger Arrivals 71 | | Previous Day Volume 18 %E"’ ik
ay | F Plunger Failures 1| | Average Daily Volume 27 Elald e
@ y Casing PSI a0 Current Month Volume 18 E U &?:J = &:3@
Tubing P5I 60 Previous Month Volume 691
Differential P51 20 Average Monthly Volume | 305
Line PS5l 2 Static Pressure 7.49
Voltage 12.95 Differential Pressure 0
RTU Supply Voltage 1293

*

Not all columns can be sorted. The Name column can only be sorted Ascending (A-Z).
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The Home Page - Icons

Click on the name to view Right Click on the name to view Click on icons to go directly to the station’s
current data from that station a menu of the station’s functions other functions (See the icon legend below)

/

. Filter: Off .
FI}E” Sort / Group By: Off Editpr Columns
) ) Last
Name .- / Device Location | Operators Update
@ |Dcs / DCS-NG-EFM John | 12/2201100:04 | S S C [~ & hi’ﬂ () [ (o] b 08
@ | Master Meter #1 | 1o peter #1 120212011 00:03 | ¢ 5] [ &~ @ EREE 4G ok
@ | Master Meter#2 | b oop sive 121212011 00:03 | ¥ 5] [ &~ & 8 b 426
@ | Master Meter Sat || ommand History 12112011 22:00 | 8 (3 (44 g oc8
/1, | Pumpmatic £ Erm Data 121212011 00:03 | &, @ (] 0] &~ & Fl =14 [l 4 56
@ |wcc & Change EFM Settings 12122011 00:03 | 4, #~ @ | [ &~ & B =1 i 4k
' EFM History
[ EFm Alarm History
& Interval Graph
"{!} Alarm Settings
"Qa;’ Site Properties
Icon Function
=, |View the current EDI data
<~ |Change settings on the EDI device (if installed)
- .
it |Manually poll the site data now
|- |View the history of commands issued via D-WEB and their status
[ ] |View the current EFM data
i .
4~ |Change settings on the Eagle EFM

View the EFM History

&N
| =il | &

View the EFM alarm history

=
)| E

View the EDI Event Log

—
F
N

View the EDI Interval Log

View the Interval Graph

View the tank production history

mn
|
L

Setup Alarms and E-Mail/Text Alerts

e

View the site properties

NOTE: Some sites may not have all icons depending on your level of
access and the type of devices installed




Click the Filter / Sort button
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The Home Page - Filter / Sort

Filter / Sort Grf)illjt[e:.rI;yE:ﬁDﬁ Editor Columns
Hame .. Device Location | Operators I.II;:::&

@ |Dcs DCS-NG-EFM John  [12:2/201100:04 | S S 5 [~ @ EEE © 64 i ick
@ | Master Meter #1 60380 121212011 00:03 | ¢ 5| [ J° & B2 4 4o
@ | Master Meter #2 60380 12122011 00:03 | 8 2 [1 /@ B 15 gk ok
@ |Master Meter Satellite 63017 120112011 22:00 | 8 [0 [ 4G 408
/4, | Pumpmatic Pump-NG-EFM 121212011 00:03 | &, S Q 2 (1 /& B = 62 ) i sk
@ |wce WCC-EFM 120212011 00:03 | S, & @ 2 [ &~ & B B 4 ik

Apply Filter / Sort

Filter By:

To filter the results, select the column
you wish to filter by, then select the filter.

Click the X icon to return
to the home page without

_HF'rimary'Operatnr;l = |J|:|hnL|

To group your results, select the column
you wish to group by. You may also
select a second column to group by.

Group By:

making any changes

—DILDcatinn j then |Devi|:e

To sort your results, select the column
you wish to sort by, then select
Ascending (A-Z) or Descending (Z-A).*

Sort By:

[

To save these settings as your default
filter / sort when you first login, click on
the checkbox beside Save As My
Default Filter / Sort

/ Save As My Default Filter / Sort

e | 31112 =l |Ascending 5]

Click Clear to clear the
filter and sort rules.

/

Click Apply to apply the

new filter and sort rules.

=P Apply Clear

*

Not all columns can be sorted. The Name column can only be sorted Ascending (A-Z).
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The Home Page - Columns

Click the Columns button

Filter: Off

v

Filter / Sort Group By: Off Editor Columns
Hame .. Device Location | Operators I.II;:::&

@ |Dcs DCS-NG-EFM John  [12621201100:04 | S S 5] 0 &4 @ BB © [52G4 i
@ | Master Meter #1 60380 121212011 00:03 | ¢ 5| [ J° & B2 4 4o
@ | Master Meter 22 60380 121212011 00:03 | ¢ 5| B & & EE 5 i 4o
@ | Master Meter Satellite 63017 121112011 22:00 | & B[54 466
/4, | Pumpmatic Pump-NG-EFM 121212011 00:03 | &, S Q 2 (1 /& B = 62 ) i sk
@ |wce WCC-EFM 120212011 00:03 | S, & @ 2 [ &~ & B B 4 ik

Select the desired Column View

Click Edit Columns to Create

and Edit Column Views

Untitled View | |

Edit Columns

Column View

Cancel OK

Click OK to Apply the
selected Column View

Click the pencil icon to
rename the selected

Click the red X icon
to delete the selected

Click the green +
icon to create a

Click the X in the corner to
return to the home page
without saving changes

Column View column view new column view
Edit Column
azl\;ito teh(i’[ column View: f & & DefaultView‘—
[7] station Mumber  [] Current Day Volume lcons
To show and hide [ site D [C] Previous Day Volume
columns for the selected [] D-WEB Station 1D [] Average Daily Volume
column  view, S|mp|y [C] Division [C] Current Month Volume
click in the checkbox, to [[] Station Group [C] Previous Month Volume
p|ace a checkmark Location [[] Average Monthly Volume
beside the columns that Operators [] Accumulated Volume
should be ViSib'G‘, or Last Update [C] Cor Flow Rate
remove the checkmark [T] EDI Date/Time [ staticPSI
beside the columns that [l DifH20
should be hidden. L2 i
[] Tubing P31
[ DifPsI
[ Line PS5l
[7] Suction PSI
[7] Discharge PS5l
[] EFM Valtage
Click Defaults to restore [] EDIVoltage
the columns in the
selected column view to > Detautis | Save e
the default settings.

Click the Default View
checkbox to set the
selected column view as
your default column view
when you first login

Click on Save to save
the visible columns for

the selected column view

5
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Changing DCS Settings

To change numeric Set Points, either click on the Up/Down || To Change Time Setpoints, either click on the Up/Down
buttons beside the text box, or click in the text box and use || buttons beside the text box, or click in the text box and
Up/Down keys, or remove the old value and type a new || use Up/Down keys, or click in the textbox, then press

one. Delete to erase all the numbers or Backspace to erase

the last number. Places where numbers belong will be
To change the mode or option, simply click on the fil!ed with underscores (_).. Press a number key, and it
radio button beside the one you wish to change to. will add the number to the first available place.

| Change DCS S\tings -DCS |

| '\asing PSI: 80 Tubing PSk 60 |\ Differential PSE: 20 | Line §sk: 2 |
\ \ |

\ Mode Set Points Timers
@ Automatic Maximum Casing PSI 80 <3| Head Gas Time 0 days 00:00 <3

= Manual
Minimum Casing PSI I 55 i Fluid Open Time I 0 days 00:20 <>
Option
_!Dptinn1 Lift PSI I 85 <3| Purge Time I 00-00-10 &
Mormal Operation ] . . " I—
¢ Option 2 Maximum Differential Pl I 28 <3| | ShutTime 0 days 0025 >

a g?}fﬂfz‘s SLETP LI R Minimum Differential PSI I 14 @ Recovery Time I 0 days 00:00 @
. gﬁtr:g:i & Fiead Gas Uses Gas Valve Maximum Line PSI 100 < Line Pressure Delay I 00-00-00 &
Two Valve Timer Sequence Minimum Line PSI I 5 Log Interval | 0 days 00:01
¢ Option 5 S| |tos ys 0001 |©
HilLo Gas Valve Controf
0 Gas Valve Con Counters RS§-232 Settings
Comments [T Clear Plunger Arrivals RS5-232 Interval |Always On 'I
[T Clear Plunger Failures RS.232 Sleep Timer IT@
[T Clear Emergency Inputs

[T Clear High Line Count

A " Clear Low Line Count T(.) send the changes,
200 characters remaining click the Send button.

Type a Comment, if desired, to record extra To clear a counter, simply

"2 | information about the changes. The click in the checkbox, to >end
number of allowed characters remaining is place a checkmark beside
shown below the comment box. the counter you wish to clear.

To return the form back to its original
state, click the Reset button.
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Changing WCC Settings

To change the mode,
simply click on the radio
button beside the one
you wish to change to.

To change numeric Set Points, either
click on the Up/Down buttons beside
the text box, or click in the text box
and use Up/Down keys, or remove
the old value and type a new one.

To Change Time Setpoints and the Tank Level
Shutdown, either click on the Up/Down buttons
beside the text box, or click in the text box and
use Up/Down keys, or click in the textbox, then
press Delete to erase all the numbers or

To start or stop the engine,
simply click in the checkbox,
to place a checkmark beside
the desired action.

Backspace to erase the last number. Places
where numbers belong will be filled with
underscores (_). Press a number key, and it will
add the number to the first available place.

| Change WCC S ings -WCC I
 Suction PSJf-16 ffischarge PSk: 1
\ Mode ‘ Set Pomts & v ‘ Counters
{~ Automatic ‘H|gh Suction PSI ‘ | g < | ™ Attemptto Clear Error(s)
¢+ Manual = =

[ Start Engine
[~ Stop Engine

‘ Low Suction PSI

ngh Discharge PSI I 70 =

7 Comments

Low Discharge PSI I X

‘Dlscharge Delay \ | 00-01

| 200 characters ‘rér’ﬁa’ini’h&

| I Clear High Suction Count
" Clear Low Suction Count
' [~ Clear High Discharge Count

| [~ Clear Low Discharge Count
" Clear Engine Starts Count

‘ [ Clear Engine Stalls Count

Reset

To return the form back
to its original state, click
the Reset button.

\

Type a Comment, if desired, to
record extra information about
the changes. The number of
allowed characters remaining is

To clear a counter or attempt to
clear errors, simply click in the
checkbox, to place a checkmark
beside the desired action.

Send

shown below the comment box.

To send the changes, click the Send button.
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Changing Pumpmatic Settings

To change the mode, simply click on the radio
button beside the one you wish to change to.

To clear a counter, start or stop the
engine, or attempt to clear errors,
simply click in the checkbox, to place a
checkmark beside the desired action.

To Change Time Setpoints, either click on the Up/Down buttons
beside the text box, or click in the text box and use Up/Down keys,
or click in the textbox, then press Delete to erase all the numbers
or Backspace to erase the last number. Places where numbers
belong will be filled with underscores (). Press a number key,
and it will add the number to the first available place.

" Clear Engine Stalls

Ecﬁange;umpmafc Settings :Fumpmaii‘cy‘
{7 & Mode ‘ Days 1 \‘ Realtime Cycles
¢+ Automatic Realtime Cycles | ¥ Sunday L { Start ) Stop
" Automatic Interval Timer ¥ Monday 1 12:43PM € 1243PM &
" Manual — e
. || M Tuesday 15 [T1200AM & |[ 1200AM &
[~ Stop Engine / V¥ Wednesday | |+ - -
i' — ‘1 ¥ Thursday 3 12:06 AM <2 12:.06 AM <>
[ Attemptto Clear E e | 43 | @ Eves
emp o. ear Error(s) E Saturday !
[ Clear Engine Starts | To change the number of cycles,

To enable and disable days,
simply click in the checkbox,
Comments to place a checkmark
beside the days that should
be enabled, or remove the
checkmark beside the days ,
that should be disabled. number is changed.

either click on the Up/Down buttons
beside the text box, or click in the
text box and use Up/Down keys, or
remove the old value and type a
new one. Cycles will automatically
appear or disappear when this

200 characters remaining

)
\ Type a Comment, if desired, to To send the changes,

record extra information about click the Send button.

To return the form back to its original || @llowed characters remaining is
Reset 4= state, click the Reset button.

the changes. The number of 1

shown below the comment box. Send
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Changing EFM/RTU Settings

| Change EFM Settings - DCS #1 |

Setpoint is the point at
which the device will
enter an alarm state

Correction Parameters

| Contract Time (HH or HHIMM) l

1000

Contract Time specifies
when the day should begin
for daily flow calculations.

Reset is the point at

Type a Comment, if
desired, to record extra
information about the
changes. The number
of allowed characters
remaining is shown
below the comment
box.

To return the form back
to its original state, click
the Reset button.

which the device will
leave the alarm state

Alarm Configuration
| Setpoint | Reset

‘(

Delay is the
amount number of

minutes the alarm

will remain active
before checking

the reset condition.

Low Supply Volts 1.5 12 60
High Current Day Flow 100000 99990

High Flow Rate 100000 99990 0
Low Flow Rate -100 -30 0
High Pressure 9000 8990 0
Low Pressure -7000 -6990 0
High Temperature 2000 1990 0
Low Temperature -1000 -990 0
High Differential 8000 7990 0
Low Differential -6000 -5990 0

| Comments

~

To send the changes,
click the Send button.

200 characters remaining

Manually Polling a Site

1. Select a Poll Type by

clicking on the radio button
beside the desired type.

| Poll Site - DCS Demo #1 |

N

All History, Data and Alarms polls efm history,
EDI event logs, EDl interval logs, and current
data and alarms from both devices.

Poll Type

() All History, Data and Alarms

() Data and Alarms

.
() History D —

2. Click Poll Site to issue the
command to poll the site.

-

Data and Alarms polls the current
data and alarms from both devices.

History polls the efm history, EDI event
logs, and EDI interval logs.

‘t Poll Site |
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Setting Up Alarm Settings

Click on the Alarm Settings tab
to change DWEB Alarm Settings

Type the desired
setpoint for the alarm

D "

|_ .............

_i E-Mail/Text Alerts

EF

-Mail/Text Alerts

-1 Type the desired delay for the alarm. This
| specifies how many consecutive hours the
condition must exist to trigger the alarm.

Send To

Check the checkbox to enable the alarm |

Set the Maximum Tank

Alarm

Low Hourly Volume

* Setpoint |Dela'f*

V¥ Low Daily Vol 1 24
Level for enabled tanks. | on—aly Toame “ “
Set this to 0 to disable | I RTU Communication Failure | “ 24
the alarm. * Consecutive hours to trigger alarm
| Input #1 | Input #2
Check the checkbox Tank Level | gft1in [Casing RS
beside Shutdown

Controller on Maximum
Level to shutdown the
EDI controller when the
alarm is active.

aximum Tank Level

| 09ft00in <>

High Alarm Setpoint

—*I' Shutdown Controller o

n

Maximum Level

Tank Height

Low Alarm Setpoint

s

0R00In <>

BBL Conversion Factor

084, ki

Set the height of the tank
for enabled tanks. This
is required to draw the
tank on the screen.

4

—
—

Set the BBL Conversion Factor. Click on the

calculator icon to calculate the BBL

Conversion Factor based on the number of
barrels the tank can hold. This is required to
calculate tank level changes in barrels. Leave

this blank to calculate changes in inches.

Set the High and Low Alarm
Setpoints for enabled inputs. Leave
this blank to disable the alarm.

Lisabled

Input #8

Disabled

Click save to save the changes.

—  © 5y

10
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Setting Up Alarm Settings

Click on the E-Mail/Text Alerts tab
to setup alerts for the main alarms

Alarm Settings - DCS

"\

Alarm Settings |

1. If you are an administrator,
and you can setup alerts for
other users by selecting them
from the dropdown menu.

| EFM E-Mail/Text Alerts

> User: Idemu 'I

2. Click the checkbox to place
a checkmark beside the
alerts you wish to receive or
to remove the checkmark
beside alerts you do not
wish to receive.

Click on Check All to place
a checkmark beside all
alerts on the current tab.

_I_I_I_I_I_I_Iil_l_l_l_l

Check All

EDI Eead Failure

ERROR - PLUNGER FAILURE
Load Condition

Emergency Well Shut-In

Low DCS Battery Voltage

High Line Pressure

Low Line Pressure

High Tank Level - Tank #1
RTU Communication Failure

Low Daily Yolume

Uncheck All

ped

Send

Click on the EFM E-Mail/Text
Alerts to setup alerts for the
EFM Alarms (typically used
by master meters only)

Communication Port Off - Low Battery
High Tank Level

Click on Uncheck All to remove the
checkmark beside all alerts on the
current tab.

Save m—

3. Click Save to save
the changes.

11
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Setting Up Alarm Settings

If you are an administrator,
and you can setup alerts for
other users by selecting them
from the dropdown menu.

Click on Send To to setup where

Alarm Settings - DCS #1 | the alerts should be sent to.

o User: I demo 'I

_—a

laillText Alerts = EFM E-Mail/Text Alerts }7 -4{

To have alerts sent to your e-mail,
type the e-mail address in the
Alert E-Mail textbox

Alert E-Mail

|demn@ediplunger|iﬁ.cum

Text Messages * | pone Number: [7405550001 W,

Cell Provider: | Alltel (Verizon) =]

(including srea code)

To have text message alerts

Uitl Send Test Message sent to your cell phone,

* Standard Text Messaging Rates Apply

select your provider, then
type your cell phone number

Alerts are sent from alerts@ediplungerlift.net (including the area code).

Click Save to save the changes.

> Cave

D-WEB E-Mail Sender Addresses

To ensure proper delivery of D-WEB messages, add the following e-mail addresses to your
address book or white list.

o dweb@ediplungerlift.net
o alerts@ediplungerlift.net
e reports@ediplungerlift.net

12
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Site Properties

DCS Properties
Name Dcs
Station Number 12345 \
EDI Device DCS-NG
Communication Type Cell Data
EDI Serial Number 7030000

EDI Firmware Datecode

110526

RTU Unit Type

60380: EDI DCS w/Radio Support (EFM)

RTU Firmware

40313

If you are an administrator, you can
override the station name by clicking on
the checkbox and typing a new name.

If you are an administrator, you can
specify a Station Number for the station
by typing it in this textbox.

If you are an administrator, you can
specify a Location for the site by typing it
in the location textbox

Click Save to save
the changes.

RTU DB Revision 10909
Site ID 101
D-WEB Station ID 101
IP Address 192.168.1.85
TCP Port 28905
Location <
Operators (none} ~|[ Edit
If you are an administrator, Primary
you can specify operators | Delete
as shown below.
Add
* = Primary Operator
Save 4
Operators (none) . Edit
Primary
To add an operator, type the
operator’s name, then click Add. L || Delete
John Add
* = Primary Operator
Operators Dave m Edit
Todd Primal —

* signifies the Primary
Operator, which will appear
on the home page.

Delete

To edit an operator, click on the
operator, then click Edit and
continue below.

To change the primary operator,
click on the new primary
operator, then click Primary.

i

Add

=y * = Primary Operator

To delete an operator, click on
the operator, then click Delete.

Operators

After clicking edit, the operator’s
name will appear in the textbox.

-~

Dave

Cancel
Todd Primary
- || Delete

John Save

To cancel changes while editing
an operator, click Cancel.

* = Primary Operator

To save changes while editing
an operator, click Save.

13
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My Account / Changing Your Password

If specified, this e-mail address can be used to

I View All Stations at Login

Click Save to save

the changes.

[—). Cave

* Standard Text Messaging Raltes Apply

My Account
Username | demo recover your username, reset your passwo.rd, .
receive E-Mail Summary Reports and receive History
Company Demo Company
— Reports.
Group Administrator /
= |demo@ediplungeriift.com o To change your password, click on Change
© Change Password €™ Password, and continue below *
Alerts To have alerts sent to your e-mail, type the e-mail
Alert E-Mail |demn@ediplungerliﬂ.cnm ‘T; address in the Alert E-Mail textbox
Cell Provider: [ Alltel | To have text message alerts sent to your cell phone,
R select your provider, then type your cell phone
TextMessages™ | pnone Number: 7406550001 l numbe); (incFI)uding the areayc?od}é:). i
(including srea code)
6@ SendTestMessage @ Click on qud Test Message to send a test message
to the specified Alert E-Mail and/or Cell Phone.
Other Options
. To set a default filter, select the column you wish to
Default Fiter ! J < filter by, then select the filter.
Divisi =| th . .
Default Group By | Division H| men To set a default grouping, select the column you wish
| = to group by. You may also select a second column
to group by.
I MName vI
Default Sort By : :
[Ascending ~| '\\ To set a default sort, select the column you wish to
Logs Per Page A \ (sgr/t)\ ;)yT then select Ascending (A-Z) or Descending

Logs Per Page allows you to customize how many
log entries you would like to see on one page.

If checked, View All Stations at Login will skip the
Division selection page, and display all the stations.

This indicates the strength
of the typed password
(The stronger a password
is, the more secure it is)

3. Click Save to save
the changes.

| My Account - Change Password 1. Type your old password in
27| the Old Password Textbox
Old Password TITIIIL)

Hew Password (IIITTITT] \ 2. _Type the new password
N into the Password text box
Password Strength strong and again into the Confirm

Password text box.
Confirm New Password | esesssse (Must be at least 4 characters
and not the same as the
username)

* May not be available to all users
t Not all columns can be sorted. The Name column can only be sorted Ascending (A-Z).
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